ow EPDM Cellular rubber one side self-adhesive white

RUBBER & KUMSTSTOFFEM

Universal sealing rubber, weather-resistant and with g5 EPDM Terpolymre of ethylene,

propyline and a diene (unsaturated diene

in side chain)

adhesive layer Color White

Temperature Range -40 and 80 °C
Density 120 kg/m3
Hardness 40 Shore A (x 5)
Elongation at break 140 %

Material information Usage examples

EPDM Cellular Rubber is an excellent insulator. The material is Draft strip, sealing tape, insulation of doors.

suitable for a wide range of seals such as as a draft seal but also in Processing

vacuum applications. Supplied on tape and easy to cut to size. Also available as sheets that
we can make self-adhesive and cut to any size for gaskets, for
example.
Measurement tolerance 7715-P3

uv Water Acids Alkali Base
Good Good Not suitable Not suitable Not suitable
Item Overview
Item Code Item Name Width (mm) Length (mm)

38600503 EPDM Celrubber EZZK wit 5x3 mm

38601004 EPDM Celrubber EZZK wit 10x4 mm 200.000

38601203 EPDM Celrubber EZZK wit 12x3 mm 200.000

38601212 EPDM Celrubber EZZK wit 12x12 mm 50.000

38601503 EPDM Celrubber EZZK wit 15x3 mm 175.000

38601510 EPDM Celrubber EZZK wit 15x10 mm 25.000

38602003 EPDM Celrubber EZZK wit 20x3 mm 20.000

38602505 EPDM Celrubber EZZK wit 25x5 mm 20.000
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D

38603504
38604003
38604005
38605005
38605010
38606003
38606010

EPDM Cellular rubber one side self-adhesive white

EPDM Celrubber EZZK wit 35x4 mm
EPDM Celrubber EZZK wit 40x3 mm
EPDM Celrubber EZZK wit 40x5 mm
EPDM Celrubber EZZK wit 50x5 mm
EPDM Celrubber EZZK wit 50x10 mm
EPDM Celrubber EZZK wit 60x3 mm
EPDM Celrubber EZZK wit 60x10 mm

Storage advice (ISO 2230)

20.000
25.000
20.000
20.000
10.000

10.000

The enclosed specification gives an indication of the storage periods to prevent degradation in properties of the material. Exposure to light and
moisture should be avoided as much as possible. It is advisable to check the material in advance if it is to be stored for more than one year.

Group Minimum temperature Maximum temperature Maximum humidity Shelf life Extension after inspection

C 10 °C

25°C

65 %

10 year
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